EXISTING GROUND MATERIALS

CONCRETE ADJUSTING
RINGS

CONCRETE COLLAR
SURROUNDING THE CONCRETE
ADJUSTING RINGS

MORTAR MIXTURE —
PREPACKAGED SPEC. MIX
(SEE BELOW)

CASTING TYPE VARIES
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<« 10" MIN. TRANSITION ——== ~=——— 10" MIN. TRANSITION ——==
SURMOUNTABLE CURB & GUTTER B STYLE CURB & GUTTER 15’ RADIUS FOR RESIDENTIAL
OR NO CURB & GUTTER 25" RADIUS FOR COLLECTOR
N /—TOP OF CURB
DESIGN GUTTER 2 NO.4 EPOXY
LINE GRADE COATED REBAR

AT 15" LENGTHS TYP.

NEENAH FRAME & COVER R-3067V
OR APPROVED EQUAL.
SECTION A—A

B618
CURB & GUTTER

2 NO. 4 EPOXY

COATED REBAR

AT 15" LENGTHS
(TYP)

’7

SURMOUNTABLE
CURB & GUTTER

NOTES:

THE CONCRETE ADJUSTMENT RINGS SHALL BE SEALED TO THE CONE, CASTING AND ONE ANOTHER BY USING A
PREPACKAGED MORTAR MIX IN ACCORDANCE WITH PROPORTIONS OF MNDOT SPECIFICATION 2506.2B AND
ASTM C 270. THIS WILL ALSO BE USED FOR ALL "MUD WORK” INSIDE OF CONCRETE STRUCTURES

_ City of CB ADJUSTMENT AND CB PLACEMENT IN
EMaple Grove CONCRETE CURB & GUTTER PPLATE
STS-4
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